
 

23-172-xxxx, October 2015 

  

POLYETHYLENE REMOVABLE DIVIDERS 
23-172-xxxx 

 
 

Product specifications 
 
Material:    Conductive carbon-loaded PE 

Colour:    Black 

Appearance:    Pinseal 1 side 

Surface resistance:   <105 Ω 

Thickness:    1.8mm 

Shelf life:    Permanent 

Heavy metals:   < 100 ppm. RoHS compliant 

 
 
Material properties 
 
Using temperature (max):  60°C 

Elasticity:    1200 Mpa 

Impact resistance:   11kj/m² 

Tensile strength at break:  33 Mpa 

 

 

Features and Part Number 

 

 

 

 

Option  
 
Customized size, slots or pitch available on request 

Also available in polypropylene 

Part-number Dimensions 
L x H (mm) 

Slots Pitch  
(mm) 

23-172-1015 250 x 200 7 31 

23-172-1016 350 x 200 11 30 

23-172-1017 550 x 200 17 31 

23-172-7098 250 x 150 7 31 

23-172-7099 350 x 150 11 30 

23-172-7100 550 x 150 17 31 

23-172-7101 250 x 100 7 31 

23-172-7102 350 x 100 11 30 

23-172-7103 550 x 100 17 31 
PN 23-172-7099 


