
 

 25-303-00xx, October 2015 

  

PLASTIC BOXES 
25-303-00xx/25-313-00xx 
 
Conductive boxes with hinged lid, delivered with or without  
black dissipative PE foam on bottom for pin insertion.  
Provides a high level of mechanical and electrostatic  
protection during storage and shipment of components  

 
Product specifications  
 
Box: 
 - Raw material: Black conductive propylene 
 - Surface resistance: <104 Ω 
 
Foam: 
 - Foam material:  closed cells, dissipative rigid polyethylene foam 
 - Surface resistance: 106 - 108 Ω 
 - Foam thickness:  6mm 
 - Foam density:  approx. 30 kg/m3 
 
 
Dimensions and Part Numbers  
 

Part Number  
WITH foam 

Part Number 
WITHOUT foam 

Internal dimensions  
(mm) 

25-313-0012 25-303-0050 97 x 54 x 14 

25-313-0015 25-303-0055 34 x 34 x 10 

25-313-0017 25-303-0060 73 x 50 x 16 

25-313-0023 25-303-0065 108 x 81 x 16 

25-313-0027 25-303-0070 89 x 64 x 16 

25-313-0031 25-303-0075 138 x 96 x 35 

25-313-0033 25-303-0080 227 x 125 x 20 

25-313-0041 25-303-0085 227 x 125 x 30 

25-313-0044 25-303-0090 227 x 125 x 40 

 
 
Standard compliance  
 
EN 61340-5-1 
RoHS Directive : 2002/95/CE 

 
Options 
 
Other type of foam, other foam thickness available 
 


